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Please read and understand these 
instructions completely before 
installation to avoid possible injury, or 
damage to the accessory or vehicle. 

WARRANTY INFORMATION:
All SSV Works enclosures are covered by a limited lifetime warranty against defects in 
material or workmanship. All SSV Works Electronics are covered by a limited 1 year warranty 
against defects in material or workmanship. All SSV Works Speakers are covered by a 
limited 1 year warranty against defects in material or workmanship. Labor for replacement of 
defective components is not covered. Contact SSV Works for further warranty information.

1. RZ-UDSB10-U Enclosure x 1

2. M6 x 1.0 Screws (Short) x 3

3. M6 Washers x 4

TOOLS NEEDED FOR INSTALLATION PARTS LIST

PARTS LIST IMAGES

4. M6 x 1.0 Screw (Long) x 1

5. M6 Nut x 1

2.    M6 x 1.0 Screws 
(Short) x 3

1.    RZ-UDSB10-U Enclosure x 1

5.   M6 Nut x 1

3.   M6 Washers x 4 4.   M6 x 1.0 Screw 
(Long) x 1

- Wire Crimpers

- Wire Strippers

- T-25 and T-27 Torx Wrench

- #3 Phillips Screwdriver

- 10mm Socket or Wrench

- Panel Removal Tool

- Drill with 1/8” and 1/4” Drill bit

INSTALLATION NOTES
The use of a thread locker is recommended on all screws to prevent loosening due to vibration. Remove the 2 plastic pop tabs located at the 
center of the dash under the center switches.  Remove the top of the shifter knob, then remove the T-25 torx and remove the knob entirely.  
Continue by removing the Torx around the base of the center console and remove the console from the vehicle.



C. From inside the passenger wheel well remove the clip that held 
the Torx screw that was removed.  This clip will not be re-used.  

E. Once the enclosure is in place, lift it into position lining up the 
2 holes on the front and the single hole on the driver side .

D. From the passenger side, slide/lift the enclosure into place, this 
will be slightly more difficult if the vehicle has power steering, 
go in at an angle and get the power steering provision on the 
enclosure around the power steering box and into place. (NOTE: 
For 2013 + models be aware of the TPS (Throttle  Positioning 
Sensor)  mounted to the bracket on the left of the gas pedal,  be 
careful not to pull this wire while installing the box, damage to the 
TPS could occur if this wire/plug is smashed, pulled or pinched) 

F. Locate the mounting hole on the driver side of the enclosure, use 
one of the short M6 screws and washers to secure through the 
metal bracket and the hole in the RZR dash support.

B. Remove the T-27 Torx screw from the “firewall” directly above 
the floor opening where the lower panel and upper panels meet.
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A. Drill a 1/4” hole for the speaker wire to exit the enclosure, seal this hole using 

silicone sealer. Drill the 8 mounting locations for the subwoofer using the 1/8” 
drill bit, then connect the speaker wires to the subwoofer, be sure to connect the 
“+” speaker wire to the “+” subwoofer terminal and the “-“ speaker wire to the “-“ 
subwoofer terminal.  Mount the subwoofer in the enclosure.  

A A



G. Locate the mounting holes on the front center of the enclosure, 
use two of the short M6 screws and washers to secure through 
the metal bracket and the hole in the RZR dash.

I. From the inner passenger fender well, install the washer and 
nut on the screw that was just installed and tighten.  

H. Apply upward pressure to bottom of the enclosure while 
pressing it to the firewall and lining up the mounting bracket to 
the hole in the firewall where the Torx was removed. Once this 
is lined up you can insert the long M6 screw. (NOTE: Removing 
the glove box will allow you to push the enclosure up more and 
make it easier to line up the hole on the bottom, this is not 
required but will make it easier to line up the hole).

J. Route the speaker wire away from any moving parts and any 
sharp metal, then connect to the amplifier, after the system has 
been tested, re assemble any vehicle parts that were removed.
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WIRING INSTRUCTIONS

For proper sound, ensure the speaker polarity is correct connect the “+” to the “+” and the “-“to the “-“from the speaker wire to the amplifier.  If using with 
an SSV Works complete system refer to the amplifier wiring instructions for more detailed wiring information.

“+”
“+”

“-”
“-”

Amplifier
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