
 

 

Instructions for Tusk UTV Fender Flare Kit 

Part# 1858470001 

  Thank you for choosing Tusk, high quality products for your adventure needs. Everyone at Tusk is 

dedicated to delivering the highest quality products possible to enhance your riding experience.  Please carefully 

read/follow these instructions before installation to guarantee the best experience with your new purchase.  

• First, make sure that you have all tools and hardware necessary for the installation of your Tusk UTV Fender 

Flare Kit. 

• Tools Needed: Drill, #2 Phillips drill bit, T40 Torx bit, 15/64” drill bit, 10mm wrench and a 5mm Allen wrench. 

• Hardware Includes:  22 Phillips self tapping screws, 18 washers, 10 M6x20 button head screws, 8 M6x25 button 

head screws, 6 lock nuts, 4 U-clips, and 2 L-brackets.  

1. Once you have made sure that you have all of the necessary tools and hardware to install the fender 

flares, be sure that your machine is in park and in a safe location to install the fender flare kit. 

2. When installing the front fender flares, start off by inserting the front fender flares with the square slots 

into the integrated tabs on the lower section of the OEM fender flare. NOTE: It is easiest if you start at 

the top slot and push through, working the fender flare behind the middle and then bottom tabs. 

3. Next, position the fender flare in the desired location making sure that it lines up with the OEM fender 

flare. When you have it in the desired location, secure it by using the self- tapping screws. NOTE: You 

may use the suggested diagram to map out the locations of where to install the self-tapping screws. 

4. To begin installing the rear fender flares, remove the lower T40 bolt holding the stock fender flare to the 

machine, and insert the L-shaped bracket on the inner section of the fender, behind the stock fender 

flare with one of the supplied u-clips, and then reinstall the T40 bolt. 

5. Remove the 2 fender rivets that secure the bottom section of the OEM fender flare. Mount the U-clips 

where the fender rivets were removed. This will add a location to secure the new fender flare. 

6. Note for models that have the new style taillights (See Figure Below): The new models have a wrap-

around taillight housing and a fender bracket that interferes with the fender flare. Some minor trimming 

of the fender flare will be required. See photos below to see where trimming is needed.  

                       

 

 



 

7. Now you can mount the rear fender flare by lining up the predrilled holes on the fender flare to the 2 

holes in the bottom (where you have now installed the clips) and the matching hole mounting it to the 

L-shaped bracket. You will use the M6x25 Allen head screws and supplied washers to secure the fender 

flare. 

8. Once all bolts are loosely installed, position the fender flare so that it lines up with the inside of the OEM 

fender. Using a drill and 15/64” drill bit, drill through the OEM fender flare and the Tusk fender flare. 

NOTE: It may be helpful to have another person hold the fender flare in position so that it will stay 

aligned while drilling. 

9. After you have drilled the holes, you can then mount the fender flare by using the M6x20 button head 

screws and 10mm lock nuts with a washer on the top and bottom, to secure the fender flare kit. 

10. Tighten the 3 Allen head bolts at the bottom of the rear fender flare using a 5mm Allen wrench. 

11. Once finished, go back over your work making sure that all bolts and screws are tight and that the 

fender flares are secure. 

 

                                                 Enjoy your Tusk UTV Fender Flare Kit! 
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